GROUND LINE

CONCRETE EXTENSION
RINGS

24" MANHOLE RING
AND COVER.

FABRICATED SCREEN
THREADED END
PAINT CHROME YELLOW

72" ¢ PRECAST CONC. FLAT—/_'..A
M.H. COVER |

BRACE 2"x2"x1/4" ——]

4” VENT PIPE

POLYWRAP VENT
PIPE

60" PRECAST CONC. M.H.—\-'Z'

TRACER WIRE IF

LINE IS P.V.C. —X(\/__/ .
[

—2"x90° STREET ELLS
” THREADED AIR VALVES

” THREADED GATE VALVES
” CORP. STOPS THREADED BOTH ENDS
” I.P. THREADED OUTLETS

2-2
2-2
2—2" |.P. THREADED BRASS NIPPLES
2-2
2-2
2-2

127 |12 O ~NO. 4 AT 18"
\_ - . rb" ﬁl
¢ PIPE |
\_3-NO. 6 CONT.
ELEVATION 10
80" FOOTING DETAIL
40" | 40" T
A <—‘ 8 ¥
) T 11/2” WASH— -
- Y SRR 15 Rock o =
) z D,
=
v o S
] O:q.!
: FOOTING
7 2" AR
< VALVES SECTION A—A
\—CONC. M.H. FOOTINGS
PLAN 9”x1’~0"x8'—0" REINF.
—_— WITH BAR STEEL.
r— STANDARD AIR
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